
www.PICwire.com  |  800.742.3191

MACHFORCE® CONNECTOR TESTING
TECHNICAL DOCUMENT

TESTING METHODOLOGY 

ELECTRICAL PERFORMANCE: E6A6826

V. 011123

•  Analyzer Model: Fluke DSX-5000 

•  Headroom: 7.9 dB (NEXT)

•  Test Limit: TIA Cat 6A Channel

•  Cable Type: Cat 6A F/UTP

•  NVP: 68.7%

•  Max Assembly Length: 70M

Segment 1 
15 m

1.5 m 
Adapter Cable  
w/RJ-45 Plug

1.5 m 
Adapter Cable  
w/RJ-45 Plug

Segment 2 
15 m

Segment 3 
20 m

Segment 4 
20 m
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MACHFORCE® CONNECTOR TESTING
TECHNICAL DOCUMENT

TESTING METHODOLOGY 

ELECTRICAL PERFORMANCE: E6A6824

V. 011123

•  Analyzer Model: Fluke DSX-5000 

•  Headroom: 6.4 dB (NEXT)

•  Test Limit: TIA Cat 6A Channel

•  Cable Type: Cat 6A F/UTP

•  NVP: 68.5%

•  Max Assembly Length: 80M

Segment 1 
20 m

1.5 m 
Adapter Cable  
w/RJ-45 Plug

1.5 m 
Adapter Cable  
w/RJ-45 Plug

Segment 2 
20 m

Segment 3 
20 m

Segment 4 
20 m


